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12-24V DC
(± 10%)

max. 45mA wissel
change over 

inverseur
Wechsler

1A / 30V DC
1A / 125V AC

-20˚C ~ 60˚C IP65

AC-KC
220819

MODELLEN / MODELS / MODÈLES / MODELLE
KC50, KC80, KC100, KC100B

SPECIFICATIES / SPECIFICATIONS / CARACTERISTIQUES / TECHNISCHE DATEN

INSTELLINGEN / SETTINGS / PARAMÈTRES / EINSTELLUNGEN

AFMETINGEN / DIMENSIONS / DIMENSIONS / ABMESSUNGEN

                KC50                                                KC100                                     KC80                                       KC100B

INFRAROOD SCHAKELAARS / INFRARED SWITCHES
INTERRUPTEUR INFRAROUGE / INFRAROT SCHALTER

- + - +

potmeter voor schakelafstand
potentiometer for detecting distance
potentiomètre pour commutation réglable
Potentiometer für Schaltabstand

potmeter voor openingstijd
potentiometer for opening time

potentiomètre pour horaire d'ouverture
Potentiometer für die Öffnungszeit

connector / connector / connecteur / Stecker 

5-20 cm0,5-20 sec. 

startpunt
starting point
point de départ
Ausgangspunkt

jumper

toggle functie: einde potmeter met de klok mee
startpunt: bij metalen punt
toggle function: end of potentiometer clockwise
starting point: at metal tip
fonction de bascule: potentiomètre de fin de course
point de départ: à pointe métallique
Umschalt Funktion: Ende potentiometer im Uhrzeigersinn
Ausgangspunkt: an Metallspitze

instelbare schakelafstand

adjustable detecting distance

distance de commutation réglable

einstellbarer Schaltabstand

 

5 - 20 cm
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INFRAROOD SCHAKELAARS / INFRARED SWITCHES
INTERRUPTEUR INFRAROUGE / INFRAROT SCHALTER

AC-KC
220819

LED

  interne LED controle / internal LED control / contrôle LED interne / interne LED-Steuerung
  

  externe LED controle / external LED controle / contrôle LED externe / externe LED-Steuerung

Interne LED controle: LED wordt gecontroleerd door drukknop, zonder jumper, fabrieksinstelling
Externe LED controle: LED wordt gecontroleerd door externe sturing, met jumper

Internal LED control: the LEDs are controlled by the push button, without jumper, factory setting
External LED control: external control of the LEDs, with jumper

Contrôle LED interne: les LEDs sont commandées par le bouton poussoir, sans jumper, réglage d’usine
Contrôle LED externe: Commande externe de pilotage des LEDs, avec jumper

Interne LED-Steuerung: die Steuerung der LEDs erfolgt über einen Türöffnertaster, ohne jumper, Werkseinstellungen
Externe LED-Steuerung: externe Steuerung der LEDs, mit jumper

AANSLUITEN / WIRING / RACCORDEMENT / SCHALTBILDER

            LED’s INT                LED’s EXT

paars / purple / voilet / lila

blauw / blue / bleu / blau

groen / green / vert / grün

zwart / black / noir / schwarz

rood / red / rouge / rot

relais / relay / relais / Relais NC (normally closed)

relais / relay / relais / Relais COM

relais / relay / relais / Relais NO (normally open)

GND

12-24V DC

geel / yellow / jaune / gelb

wit / white / blanc / weiß rode LED / red LED / rouge LED / rote LED

groene LED / green LED / vert LED / grüne LED

- (GND)

+
RLED
GLEDNO

COM

NC
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+ RLED
NO

COM
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jumper jumper


